
Features:

◇ All aluminum alloy structure, fanless design;

◇ Intel Celeron/Core series processor;

◇ 2*RS232/485 COM ports;

◇ 2*Realtek Gigabit network ports;

◇ Full flat front panel, IP65 protection;

◇ Applied OS:

Specification
Model Partaker A28-C156

Color Gray (color customizable)

Material Aluminum alloy + steel plate

Processor

Intel Celeron J1900

3th /4th /5th Gen Intel Core i3/i5 (specific model is subject to shipment)

6th /7th /8th Gen Intel Core processor (specific model subject to shipment)

Memory DDR3/DDR4 laptop memory slots Max.32GB (see the order information at the end of this page for details)

BIos AMI BIOS

Display Chip Intel UHD Graphics

Display Port 1*HDMI, 1*LVDS (LVDS has been connected to the LCD screen, synchronous/asynchronous dual display)

Storage 1*MSATA hard disk

Expansion slot 2*Mini PCIE slots (support 1*WIFI/Bluetooth/3G/4G with SIM card holder, support 1* wifi)

I/O Port
1*HDMI 2*COM (COM1-2 RS232/485, Customizable 6 COM), 1*Power Button,

1*DC, 1*audio two-in-one, 4*USB

2*Realtek Gigabit network ports, support network wake up /PXE

Other Functions Power on, timer on, watchdog (0~255 level)

Expansion options (Standard shipment does not include this interface): GPIO (4 channels), 4*COM, 2*USB)

LCD Screen size: 15.6 inch TFT-LCD; screen brightness: 400 cd/m2; viewing Angle: full Angle

Screen ratio: 16:9; resolution: 1920 * 1080

Touch screen Resistive high sensitivity touch screen (default), life up to 50 million times; (optional capacitive screen)

Speaker 2*8Ω2W speakers

Input Voltage DC 12V input, customizable DC 9~36V wide voltage input

Work

Temperature
-20℃ ~ +60℃ (solid state drive), surface air flow

Work Humidity 5% ~ 95% non-condensable state

Dimension 400 * 249.3 * 79.8 mm

Embedded size 385 * 234.3 mm

Weight 4.8 kg

Application Industrial automation, medical, logistics and transportation, warehousing, machine vision and other fields

15.6" Touch Screen Industrial Panel PC



A28-C156 product five views

Packing List

Name Quantity Specifications
Power Adapter 1 Available 12V 5A

Power Cable 1 Optional CN, US, EU plug,etc.

Embedded installation clips 4
Install the clip and matching

screws
Desktop, wall mount,

three-dimensional bracket
1 Optional accessories

Order information

Configure Processor Standard I/O Ports Internal expansion Remarks

Configuration 1

(main push)
Intel Celeron J1900

LAN*2/USB*4/COM*2/HDMI*1

/ DC-IN*1/Audio*1

1*DDR3/8G Max/1*MSATA/

2*mini_PCIE wifi/(3G/4G)

Please

consult our

sales staff

for details

Configuration 2

(non-promoted)
3th Gen Intel Core i3/i5

LAN*3/USB*6/COM*2/HDMI*1

/ DC-IN*1/Audio*1

1*DDR3/16G Max/1*MSATA/

1*mini_PCIE wifi/(3G/4G)

Configuration 3

(main push)
4th /5th Gen Intel Core i5

LAN*3/USB*6/COM*2/HDMI*1

/ DC-IN*1/Audio*1

2*DDR3/16G Max/1*MSATA/

1*mini_PCIE wifi/(3G/4G)

Configuration 4

(main push)
6th /7th Gen Intel Core i5

LAN* 2 / USB* 4 / COM * 2 /

HDMI* 1 / DC-IN* 1 / Audio* 1

2*DDR4/16G Max/1*MSATA/

1*mini_PCIE wifi/(3G/4G)

Configuration 5

(main push)
8th Gen Intel Core i5

LAN*2/USB*4/COM*2/HDMI*1

/ DC-IN*1/Audio*1

2*DDR4/16G Max/1*MSATA

/1*mini_PCIE wifi/(3G/4G)


