
The Partaker R15-C612NP-16LAN is a custom motherboard that supports dual Intel Xeon Server Series CPUs. It features dual-channel memory, SATA and M.2 (NVMe) SSD support, and

multiple network connectivity options including RJ45, Mini PCIe WiFi, Mini PCIe 4G, and M.2 WiFi. Additionally, it offers a rich set of peripheral interfaces, making it compatible with various

types of complete systems across the industry.

Specifications
Chipset Intel C612

CPU
Dual Intel Xeon E5 LGA2011-v3 socket CPU (Both processors must be identical models).
Options include: E5-2603 v3, 2666 v3, 2678 v3, 2696 v3, 2603 v4, 2680 v4, 2696 v4, etc.

Memory 4 x DDR4 DIMM slots, dual-channel 2133/2400MHz (MAX), supports up to 128GB (32GB x 4)
Storage 2 x M.2 slots (NVMe only); 2 x SATA 3.0 ports + 2 x SATA power connectors
Display 1 x Internal VGA header
Network 16 x RJ45 ports
Lan Chip Intel I226V 2.5GbE LAN chips

PCIE Slot
1 x PCIe x16 side slot (PCIe 3.0 x16 signaling);
1 x PCIe x8 upright slot (PCIe 3.0 x8)

WIFI Slot 1 x Mini PCIe WiFi slot; 1 x M.2 WiFi slot
4G Slot 1 x Mini PCIe 4G slot

USB Ports
Rear I/O: 4 x USB 3.0; Internal: 2 sets of USB 2.0 headers (expandable to 4 ports), 1 x internal USB 2.0
port

RJ45 1 x RJ45 Serial Port (Supports serial port redirection)

Serial Ports
2 x Serial Ports: 2 x 9-pin COM headers; 2 x 2x3-pin voltage selection headers.
Both ports support RS232 & RS485 modes.

LPT 1 x LPT header

Supports dual Intel Xeon Server Series CPU

Supports dual-channel DIMM DDR4 memory

1 × PCIe x16 side slot (PCIe 3.0 x16 signaling)

1 × PCIE X8 side slot

1 x Mini PCIE WIFI；1 x M.2 WIFI

1 x Mini PCIE 4G

2 x M.2 2280 slots (supports NVMe mode)

 Rear I/O provides 4 x USB 3.0 ports

 Internal headers allow expansion for 4 x USB 2.0 ports;

 1 x internal USB 2.0 port

Integrated VGA display support

2 x SATA3.0

2 x COM ports; 1 x RJ45 serial port; 1 x LPT port

16 x 2.5G network cards, supports PXE and Wake-on-LAN functionality

Motherboard supports DC 12V-24V power input

Windows 10、Windows 11、Linux

Partaker R15-C612NP-16LAN Intel Xeon Server



Function

Headers

1 x FPANEL header; 1 x 4-pin CPU FAN; 3 x 4-pin SYS FAN; 1 x 2-pin SYS FAN

Power Input DC 12V-24V input; 2 x 8-pin (12V-24V) internal power headers, wired in series (either input acceptable)
Dimensions 287 x 285 mm x 8L
Operating

Temperature

-10℃~60℃

Operating

Humidity

10% ~ 90% (non-condensing)

Storage

Temperature

-25℃~70℃

Power

Consumption

Idle: 100-120W; Full Load: ~300W

Other 1 x JCMOS button; 1 x 2*5-pin diagnostic card interface

Product view

Product Selection
Model Product Configuration

R15-C612NP-16LAN
16*LAN/4*USB3.0/5*USB2.0/1*JVGA/2*SATA/2*M.2/1*PCIE X16/1*PCIE X8/2*COM/1*LPT
1*Mini PCIE 4G/1*Mini PCIE WIFI/1*M.2 WIFI


